
EQIQ 2 S sport
1.TRAILER MATERIALS
1.1 CHASSIS MATERIAL: double hot dip galvanized RHS(3.5mm-5.0mm)
1.2 FRAME MATERIAL: double hot dip galvanized RHS(2.5mm)
1.3 BODY PANEL: galvanized iron sheet (1.0-1.5mm)
1.4 ROOF: special molded FRP 3475*1750mm (3mm)
1.5 NUTS&BOLTS: stainless steel
1.6 Carpet Roof Lining

2.WHEELS & TYRES
2.1 WHEEL RIM :14' aluminium alloy rims
2.2 TYRES: LINGLONG 185 tyres
2.3 SPARE WHEEL: one mounted outside

3.AXLES & SUSPENSIONS
3.1 AXLES: two special trailer axles 50X50mm (America CSA Certified)
3.2 LEAF SPRINGS: roll rocker tandem spring suspension 6 plates
3.3 BRAKE SYSTEM:double axles electric brake with break-away systems

4.WINDOWS & DOORS
4.1 FRONT WINDOW: 1220*610mm
4.2 SIDE WINDOWS: two rectangle sliding windows 900X300mm, one each side
4.3 VENTS: two vents
4.4 SIZE OF SIDE DOOR: 1675*670mm
4.5 REAR UPPER DOOR: 1750*1065mm, pneumatic spring-loaded
4.6 RAMP DOOR: 1800*1210mm, pneumatic spring-loaded
4.7 REAR UPPER & RAMP DOOR STRUT: high-intensity anti-rust strut
4.8 HINGES FOR REAR UPPER DOOR: special 6mm diameter copper hinges

5.DRAWBAR
5.1 DRAWBAR CHECKER PLATE: 1.2mm aluminium
5.2 DRAWBAR SAFETY CHAIN: two
5.3 BRACING WHEEL: one

6.LIGHTS & RETRO REFLECTORS
6.1 TRAILER PLUGS: Seven-prongs Plug
6.2 INNER LIGHTS: Two Touch Switch LED Lights
6.3 REAR LIGHTS: Two LED Combination taillights
6.4 WIDTH LIGHTS: Six Width LED Lights



6.5 LICENSE PLATE: One
6.6 RETRO REFLECTORS: 8

7.MUDGUARD
7.1 MUDGUARD TYPE: external mudguard
7.2 MUDGUARD CHECKER PLATE:1.2mm aluminium in the front of mudguard
7.3 PEDAL & ALUMINIUM STEP: 1.2mm aluminium decoration board

8.INTERIOR & EXTERIOR
8.1KITCHEN: Basic arc cupboard in the front(Cabinet color to be determined)
8.2 HORSE PROTECTION FRAME: full padded
8.3 HORSE RING: 2 inner side and 4 outside
8.4 INNER FLOOR: whole sheet 18mm TUFF Board & whole sheet 8mm Rubber
Matting
8.5 INNER SIDE BOARD: whole sheet 18mm TUFF Board & aluminum board
outside
8.6 FLOORING OF RAMP DOOR: whole sheet 15mm TUFF Board & whole sheet 10
mm Rubber Matting
8.7 RUG RACK : Front
8.8 SADDLE RACK: In front tack room
8.9 SADDLE BOX: None
8.10 TOOL BOX: None
8.11 PAINTING: White as standard or can be customized,color TBA（Sand it first，
Two coats of primer. One coat of mid coat. Two coats of topcoat. Two coats of
clearcoat）

9.DIMENSIONS
9.1 OVERALL DIMENSIONS: ( L x W x H: mm ) 4325*2290*2590 mm
9.2 BODY DIMENSIONS: ( L x W x H: mm ) 3475*1750*2230mm
9.3 MAXIMUM INTERNAL DEMENSION: 3425*1700*2155mm

10. WEIGHTS
10.1 TARE WEIGHT:1300KGS
10.2 GROSS TRAILER MASS:2900KGS
10.3 AGGREGATE TRAILER MASS:3100KGS
NOTE: paste Brand EQIQ front and sides free

Made to Australian standards
Warranty:
1. The paint on the horse float surface is guaranteed not to fade for 3 years, there
is no obvious corrosion and open welding between the horse float and the frame



within one year, and there is no large-scale shedding due to non-human impact
within one year;
2. The electromagnetic brake of the axle is guaranteed for 1 year (except for
human factors after inspection);
3. The line lights are guaranteed for one year, and the small accessories of the
vehicle are guaranteed for one year (except for human factors after inspection);
4. Tires and rims are not covered by the warranty.

Extra optional

1 Camera

2 Two Folding bed in horse area

3 Tool box

11. Reference photo



12. Floor plan



EQIQ 2 A Sport
1.TRAILER MATERIALS
1.1 CHASSIS MATERIAL: double hot dip galvanized RHS(3.5mm-5.0mm)
1.2 FRAME MATERIAL: double hot dip galvanized RHS(2.5mm)
1.3 BODY PANEL: galvanized iron sheet (1.0-1.5mm)
1.4 ROOF: special molded FRP 3660*1980mm (3mm)
1.5 NUTS & BOLTS:stainless steel

2.WHEELS & TYRES
2.1 WHEEL RIM :14' aluminium alloy rims
2.2 TYRES: LINGLONG 185 tyres
2.3 SPARE WHEEL: one mounted outside

3.AXLES & SUSPENSIONS
3.1 AXLES: two special trailer axles 50X50mm (America CSA Certified)
3.2 LEAF SPRINGS: roll rocker tandem spring suspension 6 plates
3.3 BRAKE SYSTEM:double axles electric brake with break-away systems

4.WINDOWS & DOORS
4.1 FRONT WINDOW: 1220*610mm
4.2 SIDE WINDOWS: One sliding windows 900X300mm, One drop down
windows:790x519mm， One sliding windows:600*300mmmm
4.3 VENTS: two vents
4.4 SIZE OF SIDE DOOR: 1675*650mm
4.5 REAR UPPER DOOR: 1980*1065mm, pneumatic spring-loaded
4.6 RAMP DOOR: 2030*1210mm, pneumatic spring-loaded
4.7 REAR UPPER & RAMP DOOR STRUT: high-intensity anti-rust strut
4.8 HINGES FOR REAR UPPER DOOR: special 6mm diameter copper hinges

5.DRAWBAR
5.1 DRAWBAR CHECKER PLATE: 1.2mm aluminium
5.2 DRAWBAR SAFETY CHAIN: two
5.3 BRACING WHEEL: one

6.LIGHTS & RETRO REFLECTORS
6.1 TRAILER PLUGS: Seven-prongs Plug
6.2 INNER LIGHTS: Two Touch Switch LED Lights
6.3 REAR LIGHTS: Two LED Combination taillights
6.4 WIDTH LIGHTS: Six Width LED Lights



6.5 LICENSE PLATE: One
6.6 RETRO REFLECTORS: 8

7.MUDGUARD
7.1 MUDGUARD TYPE: external mudguard
7.2 MUDGUARD CHECKER PLATE:1.2mm aluminium in the front of mudguard
7.3 PEDAL & ALUMINIUM STEP: 1.2mm aluminium decoration board

8.INTERIOR & EXTERIOR
8.1 KITCHEN: basic arc cupboard in the front (Cabinet color to be determined)
8.2 HORSE PROTECTION FRAME: full padded
8.3 HORSE RING: 2 inner side and 4 outside
8.4 INNER FLOOR: whole sheet 18mm TUFF Board & whole sheet 8mm Rubber
Matting
8.5 INNER SIDE BOARD: whole sheet 18mm TUFF Board & aluminum board
outside
8.6 FLOORING OF RAMP DOOR: whole sheet 15mm TUFF Board & whole sheet 10
mm Rubber Matting

8.7 RUG RACK : Side
8.8 SADDLE RACK: two western racks in the saddle box
8.9 SADDLE BOX: 1200mm swing out saddle box
8.10 TOOL BOX: None
8.11PAINTING: White as standard or can be customized,color TBA（Sand it first，
Two coats of primer. One coat of midcoat. Two coats of topcoat. Two coats of
clearcoat）

9.DIMENSIONS
9.1 OVERALL DIMENSIONS: ( L x W x H: mm ) 4510*2490*2590 mm
9.2 BODY DIMENSIONS: ( L x W x H: mm ) 3660*1980*2230mm
9.3 MAXIMUM INTERNAL DEMENSION: 3610*1930*2155mm

10. WEIGHTS
10.1 TARE WEIGHT:1300KGS
10.2 GROSS TRAILER MASS:2900KGS
10.3 AGGREGATE TRAILER MASS:3100KGS

NOTE: paste Brand EQIQ front and sides free
Made to Australian standards



Warranty:
1. The paint on the horse float surface is guaranteed not to fade for 3 years, there
is no obvious corrosion and open welding between the horse float and the frame
within one year, and there is no large-scale shedding due to non-human impact
within one year;
2. The electromagnetic brake of the axle is guaranteed for 1 year (except for
human factors after inspection);
3. The line lights are guaranteed for one year, and the small accessories of the
vehicle are guaranteed for one year (except for human factors after inspection);
4. Tires and rims are not covered by the warranty.

Extra optional

1 Camera

2 Two Folding bed in horse area

3 Tool box

11. Reference photo



12. Floor plan


